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2026 72 Passenger IC Bus

Cummins 250 HP Diesel with Exhaust Brake
100-Galion Fuel Tank

Allison Automatic Transmission

Air Brakes

Driver AC

LED Strobing Student Warning Lights

Flooring One Piece Koroseal with Noise Reduction
Rear Air Foil / Heated Wiper Blades

Includes :

7 Yr Unlimited Miles Allison Warranty

Standard IC Bus 1 Yr Unlimited Mile Warranty

5 Yr 100k Curmmins Warranty

Additional Extended Warranty Available for Purchase.
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Prepared By:

NATHAN DRAEGER

BUS SALES REPRESENTATIVE

PHONE: 715-406-4266 EXT 1704

CELL (715) 316-3782

NATHAND @ASCENDANCETRUCKS.COM

Abbofsford, W Cameron, Wi Chippewa Falls, Wi Marshfield, Wi Plover, Wl Wausau, Wl Wisconsin Rapids, Wl
{715) 2236361 {715) 458-2838 {715) 8356138 (715) 406-4266 (715) 344-2931 {715) 845-2244 (715} 204-3023
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May 27, 2026

Prepared For: Presented By:
STANLEY-BOYD SCHOOL DIST ASCENDANCE TRUCK CENTERS
Jacob Tiry Nathan S Draeger
507 E 1st Ave. 2100 E 29TH ST.
Stanley, WI 54768-1279 MARSHFIELD WI 54449 - 5502
(715)644 - 5357 (715)406-4266

Reference ID: STANLEYNG

Thank you for the opportunity to provide you with the following quotation on a new iC Corporation vehicle. 1am sure the following detailed
specification will meet your operational requirements, and | look forward to serving your business needs.

Mode] Profile
2027 CE SCHOOL BUS (PB110)

AXLE CONFIG: 4X2
APPLICATION: School Transportation
MISSION: Requested GVWR: 29800. Cale. GVWR: 31000

Calc. Start / Grade Ability: 24.89% / 1.95% @ 55 MPH
Calc. Geared Speed: 88.1 MPH

DIMENSION: Wheelbase: 276.00, CA: N/A, Axle to Frame: 157.00

ENGINE, DIESEL: {Cummins B86.7 250} EPA 2024, 250HP @ 2400 RPM, 660 Ib-it Torque @ 1600 RPM, 2600 RPM
Governed Speed, 250 Peak HP (Max), School Bus Only

TRANSMISSION, AUTOMATIC: {Allison 2500 PTS} 6th Generation Controls, Wide Ratio, 6-Speed with Double Overdrive, Less
PTO Provision, Less Retarder, with 33,000-Ib GVW and GCW Max, School Bus

CLUTCH: Omit ltem {Clutch & Control)

AXLE, FRONT NON-DRIVING: {Dana Spicer E-1002IR} I-Beam Type, 10,000-Ib Capacity

AXLE, REAR, SINGLE: {Dana Spicer 5140} Single Reduction, 21,000-ib Capacity, 190 Whee! Ends Gear Ratio: 5.57

TIRE, FRONT: (2) 11R22.5 Load Range H AH37 (HANKOOK), 499 rev/mile, 75 MPH, All-Position

TIRE, REAR: (4) 11R22.5 Load Range H DH37 (MANKOOK]), 497 revimile, 75 MPH, Drive

SUSPENSION, REAR, AIR, SINGLE: {International IROS} 21,000-Ib Capacity, 9.25" Ride Height, with Shock Absorbers Mounted
Quiside the Rails
PAINT: Cab schematic 100NB
Location 1: 4421, School Bus Yeilow (Std)
Chassis schematic N/A
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Vehicle Specifications May 27, 2026
2027 CE SCHOOL BUS (PB110)

Description
Base Chassis, Model CE SCHOOL BUS with 276.00 Wheelbase, N/A CA, and 157.00 Axle to Frame.

Bus Body Plan, AABWO0QO0HG

Seat Capacity, 72

TOW HOOQK, FRONT (2) Frame Mounted
AXLE CONFIGURATION 4x2

FRAME RAILS High Strength Low Alloy Steel (50,000 PS! Yieid); 10.125" x 3.062" x 0.312" (257 .2mm x
77.8mm x 8.0mm); 489.2" (12425mm) Maximum OAL

LICENSE PLATE HOLDER Includes Upper & Lower Mounting Plate Hardware, Mounted in Existing Holes in
Front Bumper

CROSSING GATE, FRONT Air, Yellow Blade, Bumper Mounted

Includes
: CONTROL ASSEMBLY Located Rear of Front Bumper, Heater not Required

: CROSSING GATE, FRONT Matches Contour of Bumper
BUMPER, FRONT Contoured, Steel, Painted Gloss Black, Severe Duty

Notes
: Bumper Thickness is .25"

CROSSMEMBER, REAR, AF (1)

WHEELBASE RANGE 276" (700cm) Only

TOW HOOK, REAR (2) Mounted on Lower Rail Flange

AXLE, FRONT NON-DRIVING {Dana Spicer E-1002iR} I-Beam Type, 10,000-Ib Capacity

SUSPENSION, FRONT, SPRING Parabolic Taper Leaf, Shackle Type, 10,000-Ib Capacity, with Shock
Absorbers

Includes
: SPRING FINS Rubber Bushings, Maintenance-Free

BRAKE SYSTEM, AIR Dual System for Straight Truck Applications

Includes

: BRAKE LINES Color and Size Coded Nylon

: DRAIN VALVE Twist-Type

: GAUGE, AIR PRESSURE (2) Air 1 and Air 2 Gauges; Located in Instrument Cluster

: QUICK RELEASE VALVE On Rear Axle for Spring Brake Release: 1 for 4x2, 2 for 6x4
: SPRING BRAKE MODULATOR VALVE R-7 for 4x2, SR-7 with relay valve for 6x4/8x6

DRAIN VALVE {Bendix DV-2} Automatic, with Heater, for Air Tank

AIR BRAKE ABS {Bendix AntiLock Brake System} 4-Channel (4 Sensor/4 Modulator) Electronic Stability
Program, with Automatic Traction Gontrol

AIR DRYER {Bendix AD-95I} with Heater, Includes Safety Valve

BRAKE CHAMBERS, FRONT AXLE {Bendix} 20 Sqln

BRAKE CHAMBERS, REAR AXLE {Bendix EverSure} 30/30 Sqln Spring Brake
BRAKE, PARKING Manual Push-Puil Pneumatic Parking Brake

SLACK ADJUSTERS, FRONT {Maldex} Automatic

SLACK ADJUSTERS, REAR {Haldex} Automatic
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4SPA
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Vehicle Specifications May 27, 2026
2027 CE SCHOOL BUS (PB110)

Description
AIR COMPRESSOR {Cummins} 18.7 CFM

AIR DRYER LOCATION Mounted Inside Engine Compartment, Right Side

AIR TANK LOCATION (1) Mounted Outside Left Rail Back of Cab, Parallel to Rail
DUST SHIELDS, FRONT BRAKE for Air Cam Brakes

DUST SHIELDS, REAR BRAKE for Air Cam Brakes

GVWR LIMITATION FOR BUS with Air Brakes, Limited to 33,000-Ibs Maximurn to meet FMVSS 121
Requirements, for Conventional Bus

BRAKES, FRONT {Meritor 15X4 Q-PLUS CAST} Air S-Cam Type, Cast Spider, Fabricated Shoe, Double
Anchor Pin, Size 15" X 4", 13,200-b Capacity

BRAKES, REAR {Meritor 16.5X7 Q-PLUS CAST} Air S-Cam Type, Cast Spider, Fabricated Shoe, Double
Anchor Pin, Size 16.5" X 7", 23,000-b Capacity per Axle

STEERING COLUMN Tilting

STEERING WHEEL 4-Spoke; 18" Dia., Black

STEERING GEAR {TRW TAS66} Power

PROPSHAFT GUARD

DRIVELINE SYSTEM {Dana Spicer} SPL100, for 4x2/6x2

EXHAUST SYSTEM Horizontal Afterireatment System, Frame Mounted Under Right Rail, for Single Long
Horizontal Tail Pipe

ENGINE EXHAUST BRAKE for Cummins ISB/B6.7/ISL/LS Engine with Variable Vane Turbo Charger
TAIL PIPE (1) Horizontal, Long, Exits Left Side Through Bumper
ELECTRICAL SYSTEM 12-Volt, Standard Equipment

Includes
: HAZARD SWITCH Push On/Push Off, Located on Instrument Panel to Right of Steering Wheel

: HEADLIGHT DIMMER SWITCH Integral with Turn Signal Lever

: MISCELLANEOUS FEATURES Modular, Loom Protected, Grommets in all Applicable Body Openings,
Assembled in Computer Assisted Fixture which Verifies Continuity and Correct Assembly Prior to Installation
: PARKING LIGHT Integral with Front Turn Signal and Rear Tail Light

: STARTER SWITCH Electric, Key Operated
: TURN SIGNAL SWITCH Self-Cancelling with Lane Change Feature
: TURN SIGNALS, FRONT Includes Reflectors and Auxiliary Side Turn Signals, Solid State Flashers; Flush

Mounted
: WINDSHIELD WIPER SWITCH 2-Speed with Wash and Intermittent Feature (5 Pre-Set Delays}), Integral with

Tum Signal Lever
: WIRING, CHASSIS Color Coded and Continuously Numbered

HORN, ELECTRIC (2) Trumpet Style
ALTERNATOR {Delco Remy 28SI} Brush Type, 12 Volt, 200 Amp Capacity, Pad Mount
BATTERY SYSTEM {Fleetrite} Maintenance-Free, (3) 12-Volt 1980CCA Total, Top Threaded Stud

BATTERY DISCONNECT SWITCH {Cole-Hersee 75920-06} 300 Amp, Disconnects Charging Circuits, Locks
with Padiock, Battery Box Mounted

ANTENNA Shark Fin, Roof Mounted
RADIO AM/FM/USB Input/Auxiliary Input, Includes Wiring and Antenna, with Public Address Systemn
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Code
8TTK

8TUT
8WRB
BWTK
sWwJ
SWXB
8XAH
8XKC
8XMB

9AAB
9AAE
SHCY
SWAB
IWAC
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10020
10060
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10AHZ
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10WKJ
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TOXAK

11001
12702
12EYH

12THJ

Vehicle Specifications May 27, 2026
2027 CE SCHOOL BUS (PB110)

Description
BATTERY BOX Steel, with Sliding Tray, 25.25" Wide, for Standard Batteries, 1-3 Battery Capacity, Mounted

Left Side Behind Front Axle Perpendicular to Frame Rail

COLLISION MITIGATION SYSTEM Omit

HEADLIGHTS ON W/WIPERS Headlights Will Automatically Turn On if Windshield Wipers are Turmed On
STARTING MOTOR {Delco Remy 38MT Type 300} 12 Volit, Less Thermal Over-Crank Protection
INDICATOR, LOW COOLANT LEVEL with Audible Alarm

HEADLIGHT WARNING BUZZER Sounds When Head Light Switch is on and Ignition Switch is in "Off* Position
CIRCUIT BREAKERS Manual-Reset {Main Panel) SAE Type Ill with Trip Indicators, Replaces All Fuses
HEADLIGHTS Halogen, with Daytime Running Lights, Automatic Twilight Controlled

CONNECTOR, DASH, CENTER PANEL Cab Wiring for TMC RP1226 Vehicle Accessory Connector; Includes
14-pin Connector with Switched Power, Battery Power, Ignition Power, Ground & Body 250K Datalink,
Connector Located Behind Instrument Panel Center Console

LOGOS EXTERIOR Model Badges

LOGOS EXTERIOR, ENGINE Badges

GRILLE Molded in Black, with Chrome Surround

HOOD TILT ASSIST {EASY TILT} Mechanical

BUG SCREEN Mounted Behind Grille

FRONT END Tilting, Fiberglass, with Three Piece Consiruction, Dual Air Intakes
CHASSIS PAINT Full Chassis

PAINT SCHEMATIC, PT-1 Single Color, Design 100

Includes
: PAINT SCHEMATIC ID LETTERS "NB"

PAINT TYPE Urethane, One or Two Colors, Other than Imron or Intemnational.
CONNECTED PLATFORM Includes Connectivity Module and Five Year Data Plan
ENTRANCE DR COVERAGE CREDIT Bus Entrance Door Service Contract Coverage Credit

VEHICLE REGISTRATION IDENTITY ID for Non-CARB Omnibus andfor Non-ACT Adopting State or Exempt
Vehicle. Notfor use on vehicles registering in CA. Contains non-mitigated legacy engine & cannot be registered
in CA uniess exempt. You may be held liable under state law for failure to properly register vehicle.

Notes
: CANNOT BE REGISTERED IN CA. For vehicles that will be registered in States other than CA.

KEYS - ALL ALIKE, ID 1-1003 Compatible with 2-001
MUD FLAPS, FRONT WHEELS (2) Rubber, Mounted on Fender Extension

PROMOTIONAL PACKAGE 7 Year Unlimited Miles/km Warranty, Limited Time Program for Allison 2500
Series Transmission on School and Commercial Buses (Supplied directly through Allison)

CLUTCH Omit Item (Clutch & Control)
ANTI-FREEZE Red, Extended Life Coolant; To -40 Degrees F/ -40 Degrees C, Freeze Protection, Nitrite Free

ENGINE, DIESEL {Cummins B6.7 250} EPA 2024, 250HP @ 2400 RPM, 660 Ib-ft Torque @ 1600 RPM, 2600
RPM Governed Speed, 250 Peak HP (Max), School Bus Only

FAN DRIVE {Horton Drivemaster} Automatic On/Off Type, with Normally Closed Temperature Control
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Code

12UGN
12VCE
12VKM
12VVN
12WPV
12WUL

12WVG

12WZE
12XCC

12XCS
13BBP

13WEX

13WLN
13Wvw
13WYY
14AKC

14TDV

T15LMN

15LRE
15TAM

15WEP
16010
16563

16BAM
16GEG

Vehicle Specifications May 27, 2026
2027 CE SCHOOL BUS (PE110)

Description
Includes
: FAN Nylon

THROTTLE, HAND CONTROL Electronic

AIR CLEANER Single Element, Fire Retardant Media

EMISSION, CALENDAR YEAR {Cummins B6.7} EPA, OBD and GHG Certified for Calendar Year 2026
CRUISE CONTROL Electronic

OlL. PAN 15 Quart Capacity, For Cummins ISB/BS.7 Engines

BLOCK HEATER, ENGINE {Phillips} 120V/1000W, with "y Cord for Dealer Installed 120V/300W Cil Pan
Heater

Includes
: BLOCK HEATER SOCKET Receptacle Type; Mounted in Center Through Front Bumper

EPA IDLE COMPLIANCE Low NOx ldle Engine, Complies with EPA Clean Air Regulations; Includes "Certified
Ciean Idle” Decal on Hood

CARB IDLE COMPLIANCE Does Not Comply with California Clean Air Idle Regulations

RADIATOR Aluminum, 2-Row, Down Flow, Front to Back System, 640 Sqln Louvered, with 383 Sqin Charge
Air Caoler, Includes In-Tank Qil Cooler

Includes
: RADIATOR HOSES Premfum, Rubber

CARB EMISSION WARR COMPLIANCE Does Not Comply with CARB Emission Warranty

TRANSMISSION, AUTOMATIC {Allison 2500 PTS} 6th Generation Controls, Wide Ratio, 6-Speed with Double
Overdrive, Less PTO Provision, Less Retarder, with 33,000-Ib GVW and GCW Max, School Bus

TRANSMISSION SHIFT CONTROL Column Mounted Staik Shifter, for Allison 1000 & 2000 Series
Transmission

TRANSMISSION OIL Synthetic; 20 thru 28 Pints
NEUTRAL AT STOP OMIT
SHIFT CONTROL PARAMETERS {Allison} 1000 or 2000 Series Transmissions, Performance Programming

AXLE, REAR, SINGLE {Dana Spicer $140} Single Reduction, 21,000-Ib Capacity, 120 Wheel Ends . Gear
Ratio: 557

SUSPENSION, REAR, AR, SINGLE {International IROS} 21,000-Ib Capacity, 9.25" Ride Height, with Shock
Absorbers Mounted Qutside the Rails

FUEL/WATER SEPARATOR {Racor 400 Series,} 12 VDC Electric Heater, Includes Pre-Heater, with Primer
Pump, Includes Water-in-Fuel Sensor

LOCATION FUEL/WATER SEPARATOR Mounted Under Hood, Left Side, Above Front Axle

FUEL TANK Top Draw, Steel, Rectangular, 100 US Gal (379L), Navifiex Coated, Includes Protective Cage,
Mounted Between Frame Rails and Behind Rear Axle

DEF TANK 16.5 US Gal (62.5L) Capacity, Frame Mounted Outside Right Rail, Behind 0 Bow
COWL Flat Back
HEATER SHUT-OFF VALVES (2) Ball Valve Type

AiR CONDITIONER with Integral Heater and Defroster
GAUGE CLUSTER Premium Level; English with English Electronic Speedometer
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Code

16HGH
16HKT
16HLJ
16VKB
16vvl)
16XJP
27DUwW

28DUW

47AGK
47AJB
47AMT

47APR

47APW
47ARH

47ARP
47ASG

47AUR

4TAXT

47AYB
47AZE

Vehicle Specifications May 27, 2026
2027 CE SCHOOL BUS (PB110)

Description

Includes

: GAUGE CLUSTER DISPLAY: Base Level (3" Monochromatic Display), Premium Level (5" LCD Color
Display); Odometer, Voltmeter, Diagnostic Messages, Gear Indicator, Trip Odometer, Total Engine Hours, Trip

Hours, MPG, Distance to Empty/Refill for
: GAUGE CLUSTER Speedometer, Tachometer, Engine Coolant Temp, Fuel Gauge, DEF Gauge, Qil Pressure

Gauge, Primary and Secondary Air Pressure or Auxiliary Air Pressure (if Air Equipped)
: WARNING SYSTEM Low Fuef, Low DEF, Low Oil Pressure, High Engine Coolant Temp, Low Battery Voltage
(Visual and Audible), Low Air Pressure, Primary and Secondary (if Air Equipped)

GAUGE, OIL TEMP, AUTO TRANS for Allison Transmission

IP CLUSTER DISPLAY On Board Diagnostics Display of Fault Codes in Gauge Cluster
GAUGE, DEF FLUID LEVEL

CAB INTERIOR TRIM Classic, for Day Cab

WINDSHIELD Three Piece, Bonded, with Shaded Band

INSTRUMENT PANEL Wing Panel

WHEELS, FRONT {Accuride 51408} DISC; 22.5x8.25 Rims, Powder Coat Steel, 2-Hand Hole, 10-Stud,
285.75mm BC, Hub-Piloted, Flanged Nut, with Steel Hubs

WHEELS, REAR {Accuride 51408} DUAL DISC; 22.5x8.25 Rims, Powder Coat Steel, 2-Hand Hole, 10-Stud,
285.75mm BC, Hub-Piloted, Flanged Nut, with Steel Hubs

BODY, BUS Conventional; 78" Headroom, 34'2" Body Length, 78 Passenger, 276" WB
BODY CERTIFICATION TAG Mylar Label

SWITCH, LOCATION Left of Driver: Includes Master Flasher Switch, Yellow Amber Flasher Switch and 3
Position Door Control

HEADLINER, BODY Conventional; 25'11"-35'08" Body Length, Perforated Full Length with Sound Insulation
Full Length

FASTENERS, HEADLINER Rivets
BOWS, ROOF 14 ga., One Piece Construction

Includes
: BOWS, ROOF Positioned Floor Line to Floor Line, Threaded Through Roof Strainers and Drip Rail

LIGHT BARS Plastic
SKIRT, BODY for Conventional, 14 1/2", 16ga

Includes
: SKIRT, BODY Extra Smooth Steel Supported by Floor Gussets

TIE DOWNS, BODY Grade 8 Bolts, Every Body Section

Includes
: THIE DOWNS, BODY with Formed Tab that Fits into Floor Structure to Prevent Tuming

RUB RAILS, BODY (4) Conventional; Steel, 31'2", 31'11", 32'¢", 33'9", 34'2", 34'11", 35'8" Body Lengths,
Includes Snow Rail

includes
: RUB RAILS Full Length, Primer Coated (Both Sides), Attached to Body without Cuts or Splices

BODY, REAR Includes Emergency Door

SIDE SHEET, BODY, EXTERIOR Conventional, 16ga., Smooth, 31'2", 31'11", 32'8", 33'5", 34'2", 34" 17, 35'8"
Body Lengths
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Code
4TAZL

47BAK
47BAR
47BBH
47BBZ
47BDA
47BDJ

47BLD
47BLU

47BMA
47DAE
47DAJ
47DDE
47DDH
47DDU
47DEK
47DEY
47DWV
47DXZ
47DYL
47EBM
47EYL
47KEB

47KEJ
47LAB
47LAT

47LAU
47MAC
47TMBA

47MJC
47TMJIR

Vehicle Specifications May 27, 2026
2027 CE SCHOOL BUS (PB110)

Pescription

FLOOR, BODY with Wheel Wells

BUMPER, REAR Painted, 12" High, 3/16" Thick

SUPPORTS, REAR BUMPER Bolted to Frame

LINING, SIDE INTERIOR, LOWER Embossed Steel, Clear Coated

SEALER Extra; Sidewall to Floor, In Wheel Pocket Area, and Rear Wall to Floor

FLOOR, COATING , Chemguard Metal Coating, Applied to Main Floor and intermediate Sills

COMPARTMENT, DRIVER STORAGE Bin, Sized to Hold Three Ring Binder, Includes (1) USB-A Port and (1)
USB-C Port

STEP, FRONT ENTRANCE DOOR 27 1/4" Depth; 14ga Steel, Formed Treads, Naviflex Finish

FASTENERS, EXTERIOR MOUNTED Stainless Steel Screws; for All Exterior Body Lights, Body Exterior Rear
View Mirrors, Bumper Mounted Crossing Gate and Body Mounted Stop Arms

WASTE CONTAINER Removable, Located in Driver Area

FASTENERS, REAR DOOR Lag Screws, Rear Door To Body

COVER, REAR DOOR INSIDE HANDLE Partial Coverage

HANDLE, ASSIST, ENTRANCE DOOR Qutside Entrance

HOLD BACK, REAR DQCR Staticnary, No Cables, with Plastic Cover

LATCH, REAR DOOR One Point Slide Bar, Cam Operated, with One Inch Stroke
LOCK, REAR DOCR with Ignition Starter interlock

HANDLE, EXTERIOR, REAR Emergency Door; Yellow

KEYS ALIKE, LOCKS Entrance Door, 545 Keys

PAINT, RUB RAIL Flange to Flange, Including Top Flange of Window Line Rub Rail
DOOR, ENTRANCE, FRONT Air, Qutward Opening, with Single Pane Glass
HOLD DOWN, BATTERY For Up To 3 Batteries

LOCK, ENTRANCE DOOR in External Release, with Key

MONITOR, POST TRIP INSPECTION {L.eave No Student Behind} Accessory Controlled, with Push Button
Alarm Disable at Rear of Bus Prompts Driver to Walk to Back of Bus to Disable Alarm

DISARM, POST TRIP INSPECTION Button Located on Light Bar at Rear of Bus
NOISE REDUCTION, DRIVER FLOOR Insulation Covering Complete Driver Floor Area

NOISE REDUCTION, ROOF BOW Conventional; Insulation, 3127, 31'11", 32'8", 33'5", 34'2", 34'11", 35'8"
Body Lengths

INSULATION,ROOF/SIDES/BULKHEAD 1.5"
UNDERCOAT, FLOOR/STEPWLL/SIDES for Engine Noise Reduction
UNDERGCOAT, BODY Fire Resistant, Water Based, TT-C-730 Spec

Includes
: UNDERCOATING Performed Before and After Mounting on Chassis

BODY TAG, METAL Stamp State of Wisconsin On Body Tag Before Body Number
LETTERS, DOOR, REAR Decals; "EMERGENCY DOOR", 2" Black Letters Inside and OQutside

7 Proposal: 35261-01



47MRN
47MRU
47MSA
47MSJ
47MTY

47MUP
47MVA
47MVC
47NAB
47NGA
47NGJ
47TNGW
47NHL
47NJA
47NJIM
47NJS
47NKM
47NKZ
47NMG
47NTE

47NTY
47TNWJ
47NWS
47PBZ
47PLX
47SBB

48ACN
48ANW
48APL

Vehicle Specifications May 27, 2026
2027 CE SCHOOL BUS (PB110)

Description
ARROW, RR DOOR, OUTSIDE Decal; Black .75" Stroke, Indicating Handle Direction

LETTERS, SCHOOL BUS FRONT/REAR Decal; "SCHOOL BUS": with 8" Black Letters; on Front and Rear
Cap

STRIPING, E/E WINDOW, LEFT (02) Perimeter, 1" Yellow

LETTERS, E/E WINDOW, LEFT (2) Decal Sets, "EMERGENCY EXIT", Black Inside and Outside
STRIPING, PERIMETER, REAR Emergency Door, 1" Yellow Reflective

STRIPING, ROOF HATCH, FRONT Decal, Perimeter, 1" Yellow

WIRING DIAGRAM Schematic, Electrical

includes
: ACCESS PANEL for Wiring Diagram Schematic Located on inside of Electrical Panel Door, Below Driver

Window

STRIPING, E/E WINDOW, RIGHT (02) Perimeter, 1" Yellow

LETTERS, HEADER Decal; "WATCH YOUR STEP", 1" Black, Above Windshield

LETTERS, STEPWELL Decal, "WATCH YOUR STEP", 2.5" Black, Behind Door on Step Riser
PAINT COLOR, RUB RAILS 0001 Canyon Black

LETTERS, CAPACITY Decal; "MAX CAPS", 2" "LOCATED INSIDE OF BUS"

PAINT, WINDOW BOW CAPS 0001 Canyon Black, Side Only

SEAL, RUB RAILS Top Edge, All Rails

LETTERS, E/E WINDOW, RIGHT (2) Decal Sets, "EMERGENCY EXIiT", Black, Inside and Cutside
PAINT COLOR, BODY EXTERIOR 4421 School Bus Yeliow

PAINT FLASHER BACKGRD 0001 Canyon Black

PAINT COLOR, BUMPER Rear, 0601 Canyon Black

PAINT COLOR, BODY INTERIOR 9384 Spring White

LETTERS, FUEL 1.D. Decal; "DIESEL FUEL", 2" Black, Adjacent to Fuel Filler Door
OPERATING INSTRUCTIONS, REAR Decal, Inside Rear Emergency Door

LOGO, ROOF LINE Decal; Wing and Shield, First Body Section, Above Driver Window and Entrance Door
Over Driver Window and Entrance Door

PAINT HOOD AND FENDER To Maltch Body Exterior

STRIPING, SEATLINE {3M} 2" Yellow Fluorescent Diamond Grade

STRIPING, REAR END {3M} Yellow Fluorescent Diamond Grade, 1" Horizontal and 2" Vertical
HANDLE, ASSIST Windshield Side Mounted, Left and Right, Body Color

LETTERS, DEF, I.D, Decal; "DEF ONLY", 1" Black, on DEF Filler Door

SUB FLOOR, PLYWOQOD Conventional; B-B Marine Grade, Less Sealed Edges, 5/8", 5 Ply, for 31'2", 31'11",
32'8", 33'5", 34'2", 34'11", 35'8" Body Lengths

SEAT BELT, DRIVER, COLOR with Blaze Orange Seat Belt Webbing

WINDOW, DRIVER Storm
WINDOW, STOPS 12" Opening, Only with 78" Headroom
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Code
48ARV

48AUN

48BAH
48BDG
48BDS
48BJA

48BKP
48ChDJ

48CYA
48GJH

48HAE
48PAV
48PAY
48PBB
48PKC
48PKN

48PKR
48PLK
48PMD

48PMJ

48PNZ
48PPC
48PPS
48PUP
48PVA
48PVN
48PWD
48PWR

Vehicle Specifications May 27, 2026
2027 CE SCHOOL BUS (PB110)

Description
WINDOW, SASH (21) 27" Sections, 9"x 23" Opening

WINDOW, PASSENGER, TINT Conventional; 28% Light, Laminated Glass, 78" Headroom, with 31'2", 31"11",
32'8", 33'5", 34'2", 34'11", 35'8" Body Lengths

WINDOW, E/E, LEFT (2) Vertical Hinge

POUCH, CRASH BARRIER Full Width, Sewn Into Front Side of Bartier AFT of Driver Seat
BARRIER, CRASH, AFT ENTRY DOOR 39", 2 Leg

COLOR, WINDOW FRAME, PASS Passenger Window, Natural Aluminum Finish
WINDOW, E/E, RIGHT (2} Vertical Hinge

WINDOW, STORM, RIGHT, 27" (1) Section

HEATER, STEPWELL with Fixed Angle Louver to Door Glass

SEAT, DRIVER {National 2000} Air Suspension Dual Shock, High Back with Integral Headrest, Heated,
Isolated, with 2 Position Front Cushion Adjustment, 6 to 17 Degree Seat Back Adjustment, Mechanical Lumbar
Support, Includes Additional Back Padding

Includes
: SEAT BELT, DRIVER Adjustable D-Loop Seat Belt, Single Locking Retractor

WINDOW, ENTRANCE DOOR Storm, Laminated, Clear, with Single Piece Glass
WHEEL POCKET COVER Plastic, ABS

AISLE POSITION Center, for balanced seating

FLOOR COVERING, COLOR Black

HOSE CLAMPS, HEATER HOSE Constant Torque for Heater System

FAN, DEFOG FAR RIGHT (01) Black, Mounted Right Above Windshield, Forward Entrance Door, 2-Speed
Switch in Panel

FAN, DEFOG LEFT CENTER 6.50" Diameter, Black, Mounted Left of Center Post, 2-Speed Switch in Pane!
GRILLE, STATIC VENT, FRONT Adjustable with Screen, Requires Vent
HEATER, PASS, LT MIDSHIP 1ST 84,500 BTU

Includes

: AIR FILTER
HEATER, PASS, LT REAR 84,500 BTU

Includes

:AIR FILTER

HEATER, WATER PUMP {2 MPU 12} Self Priming, Metal Housing

SWITCH, HTR FAN, REAR, LT with 84,500 BTU Rear Heater Cnly

ROCF VENT, FRONT Static

FLOOR COVERING, TRIM Omit

UPHOLSTERY, DRIVER SEAT, STYLE Plain, with Cloth Insert

UPHOLSTERY, DRIVER SEAT, COLOR Drivers Seat, Gray

UPHOLSTERY. PASS SEATS, COLOR Gray, for Seats, Barriers and Head Bumpers
UPHOLSTERY, DRIVER SEAT, TYPE Prevaill, 42 oz.
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Code
48PXH

48RAL
48REP
48RET
48RLX
48RRA
48SBG
485DV
48SKM
48UV
48UwWv
48UXH
48UXM
48UZN

48UZX

48UZY

48VVR

48XCH
48XCU
42000

49AA7
48AMT
49AMY
49ARZ
49AUM
49AUS

45AWYV
49BCM

49BCR
49BGC
49BKN

Vehicle Specifications May 27, 2026
2027 CE SCHOOL BUS (PB110)

Description
UPHOLSTERY, BARRIER, TYPE (1-2) Vinyl, 52 oz.

BARRIER, CRASH, AFT DRIVER 39", 1 Leg

PANEL, MODESTY, AFT OF DRIVER Mounted Under Barrier
PANEL, MODESTY, AFT ENTR DOOR Mounted Under Barrier
CUSHION, SEAT 15" Depth

UPHOLSTERY, SEAT, STITCHING Single

UPHOLSTERY, PASS SEATS, TYPE Vinyl, 42 Ounce
SEAT, 39" WALL,LT (11)

SEAT,39" WALL,RT (11)

SEAT BACK, PASSENGER High Back

FLOOR COVERING, TYPE Koroseal, One Piece, Vinyl, All Body Lengths, Black
AIR FOIL Mounted Top, Rear of Vehicle, Yellow

ARM REST, DRIVER Left and Right

ROOF HATCH, FRONT {Specialty Hybrid Adv H1975-025-191-0F} Emergency Exit with Outside Release,
Alarm, English Decals

HAND RAIL, ENTRANCE DOOR, AFT Dual Height Stainless Steel, Upper Rail 1.25" OD 28" Above Flgor,
Lower Rail 1" CD

HAND RAIL, ENTRANCE DOOR, FWD Dual Height Stainless Steel, Upper Rail 1.25" OD 28" Above Floor,
Lower Rail 1" OD

STEP TREADS {Koroseal} Pebble White Nosing Only, with Non-Metal Backing, used with Formed Treaded
Steps

SEAT,39".WALL,CHLD,LT {BTI Seating System} {01) High Back, with Child Restraint System
SEAT,39",WALL,CHLD,RT {BT! Seating System} (01) High Back, with Child Restraint System

BODY PLAN, APPROVED VARIATION None

SWITCH, INTERRUPT CROSS GATE Single Cycle; with Auto Reset, Located In Driver Compartment
CIRCUIT, PROTECTION Breakers, Manual Reset in Lieu of Fuses

SWITCH, REAR DOOR BUZZER for Emergency Door
ALARM, BACKING {Ecco #SA-901)} 82-107 dB, Self-Adjusting 5 dB Above Ambient Noise Level
SWITCH, MASTER FLASHER Omit Master Flasher Switch, 8-Lamp System

SWITCH, INTERRUPT WARN LIGHT Momentary Cancel for Flasher Systemn, Push & Hold Switch fo Activate
Cancel

SPEAKERS AND WIRING (8) Flush Mounted In Light Bar

FLASHER SYSTEM (8) Warning Lights, 8-Lamp System, Electronic Relay Flasher, Sequential Operation, Red
Lights Activate after Ambers Lights with Door Open

LIGHT, EXTERIOR, CHECK Automatically Activates Lights for Pre Trip Inspection
SWITCH, HAZARD LIGHTS To Activate Hazard Lights, Mounted in Left Driver Panel

SWITCH, WARNING LIGHTS Starter Switch, Located Ir Switch Panei, for Any 8-Lamp System, Rocker Switch
with Yellow Actuator
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Code
49BLL

49BMA

49BSK
49BSL
49BYT
49BYZ
49BZ2G
49CKT

49DAG

49DBR
49EGB
49EGN

49ENK
49ENY
49ERT
49ESC
49ETD
49EVL

49EWM
49EXL

49GCH
49GDB

49GDD
49GDG
49GDS

49GED

Vehicle Specifications May 27, 2026
2027 CE SCHOOL BUS (PB110)

Description
WIRING, VIDEO SYSTEM Power and Ground Connection Only; Connection in Flasher Plate Area with 20 Amp

Fuse Protection

STOP ARM, FRONT {Specialty 2980} Air, 18" Octagon, Double Sided, 1/2" White Border, Hi Intensity Grade,
Strobing LED Lights

SWITCH, DOME LIGHT, REAR Separate, for Rear Row Dome Lights

SWITCH, DOME LIGHTS, DIMMER for All Passenger Dome Lights

LIGHTS, STOP (2) {Sound OfffOptiLuxx} and Tail; 7' Round LED, Red

LIGHTS, DIRECTIONAL, REAR {2) {Sound Off/{OptiLuxx} LED, 7" Round Amber
LIGHTS, BACK UP (2) {Sound OfffOptiLux} LED, 7" Round Clear

FUEL FILLER PIPE Low Profile Neck Cap and Vent Hosing, for Use with Right Side Fill for Between the Rail
Fuel Tanks, for Above the Floor Fuel Fill, for 25 GPM Fill Rate Only

LIGHT, INDIC, WARNING LIGHTS LED Type; Red and Amber

Includes
: LIGHTS, WARNING Indicator Located in Instrument Cluster

HOOD, WARNING LAMP (4) Black, 8-Lamp System, One Hood Above Two Lights
MIRROR, INSIDE 10" x 30", Clear
MIRROR, CROSS VIEW, EXTERIOR (2) {Rosco Mini Hawk-Eye} Heated, Stainless Steel

Includes
: MIRROR MOUNT Attached to Body with Metal Backing Plates

VISOR, INTERIOR, LEFT FRONT 6" x 30", Transparent, For Left Windshield

VISOR, INTERICR, DRIVER LEFT 6" X 27" for Driver's Window

LIGHT, RED, EMERG EXIT, REAR 3" inside, Over Rear Door, LED, Connected to Clearance Lights
LIGHTS, DOME, DRIVER (1) LED, Rectangular, Mounted in Light Bar in Ceiling, with Separate Switch

KIT, FIRST AID No. 907, 16 UNIT, Wisconsin

SWITCH, NOISE SUPPRESSION Actuator Legend States, "NOISE SUPP *, for Separate Solenoid, with Red
Switch in Panetl

LIGHT, STROBE ECCO 6550C, Low Profile, Double Flash, 4.9" High
MIRROR, REAR VIEW, EXTERIOR {Rosco Open-View) Stainless Steel, Motorized Head, Heated, Non-Detent

LOCATION, FIRST AID KiT Right Side Front Bulkhead with Screws

LATCH, DOOR BULKHEAD Lever Latch, for Bulkhead Mounted Safaty Compariment or Destination Sign
Access Doors

DOOR, REAR BULKHEAD For Access to Rear Bulkhead
PADDING COMPART ABOVE DRIVER Window; Safety Equipment Compariment, with Cutout for Dome Light
COMPARTMENT ABOVE DRIVER Left of the Driver

Includes
: COMPARTMENT ABOVE DRIVER Compartrnent Size: 39" x 10" x 10"

: HINGES Piano Type

SAFETY TRIANGLES Wamning Reflectors, Mounted on Floor Between Driver Seat and Drivers Crash Barriet!
Stanchion/Partition
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49GKZ
48GUB
49GUG
49GUK
49GUM
49GUY
49JAC
49JBS
49JBU

48JBV
49JBW

49JED
48JER
494EY
49JGB
49JGE
49JGJ
49JGN
49JGW
49MRP
48MUC
49MUD
49MZX
49NGJ

49PSY

49UCG
49ZNG

Vehicle Specifications May 27, 2026
2027 CE SCHOOL BUS (PB110)

Description
REFLECTORS, REAR (2) 3", Red, Adhesive Back
REFLECTORS, SIDE, REAR (2) 3", Red, Adhesive Back

REFLECTORS, SIDE, FRONT (2) 3", Amber; Adhesive Back, 1 Aft Drivers Window Left, 1 Aft Entrance Door
Right

REFLECTORS, SIDE, INTERMEDIATE (2} 3" Amber, 1 Each Side, Below The Third Rub Rail From the Top,
Adhesive Back

FUEL FILLER DOOR with Non-Lacking Latch

CUTTER, SEAT BELT {TIE TECH Safecut} for Cutting Seat Belts

CERTIFICATE HOLDER (2) 9 3/8" x 6" with Transparent Cover

FENDERS, RUBBER, REAR (2)

INSPECTION PLATE Fuel Sending Unit 8" x 8" Steel

MUD FLAPS, REAR WHEELS (2) Anti-Spray, Anti-Sail

DEF FILLER DOOR with Non-Locking Latch

LIGHTS, CLUSTER {Sound OfffOptiLuxx} Oval, 4 Internal LEDs per Light; Amber Front and Red Rear

LIGHT, ENTRY DOOR {Sound Off/OptiLuxx} LED; 4" Oval; Light Mounted in Skirt Behind Enirance Door, Wired
To Step Light

LIGHT, LICENSE PLATE {Sound Off/OptiLuxx} LED, with Mounting Gasket

LIGHT, STEP {Sound Off/OptiLuxx} 4" Rourd LED, White, Wired to Clearance Lights, Operated by Entrance
Door

LIGHTS, MARKER, FRONT & REAR LED, Flush Mount, Amber Front and Red Rear

LIGHTS, DOME LED, Rectangular Recessed Type, Stagger Mounted, for 34'02", 34'11", 35'08" Body Lengths
LOCATION, BODY FLUID KIT on Bulkhead

COMPARTMENT, OVER WINDSHIELD Centered, with Single Piece Panel and Door

CUTTER, SEAT BELT, LOCATION Mounted on Panel Left of Driver

FIRE EXTINGUISHER 5 Ib 3A-40BC Minimum, with Flexible Hose and Metal Nozzle

FIRE EXTINGUISHER, FRONT LOC Located Behind Driver Seat

KIT, BODY FLUID National Standard, Poly White Box

EXTRA WIRING Accessory Power Connection in Electrical Panel: Four Positions Fused at 20 Amps Each
SIGN, DESTINATION, FRONT Omit

SIGN, DESTINATION, REAR Omit

LATCH, COMPARTMENT Non Locking, for Overhead Storage Compartment

LIGHTS, WARNING (8) {Sound OfffOptiLuxx} (4) 7" Round Red Strobing LED and (4) 7" Round Amber Strobing
LED, 2 Front, 2 Rear Each Color

LIGHTS, DIRECTIONAL, SIDE {Sound Off/OptiLuxx} (2) Slim-Line LED Armored, Amber, (1) Each Side First
Section Aft Entrance Door

STATE OF OPERATION Wisconsin
LIGHTS, STOP & TAIL ADDITIONAL (2) {Sound Off/OptiLuxx} 4" Round LED, Red, with Flange
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Vehicle Specifications May 27, 2026
2027 CE SCHOOL BUS (PB110)

Code Description

49ZNN LIGHTS, MARKER, SIDE, INTERMED LED, Amber, Flush Mount, Intermediate, Centered, Required for Units
30 Foot or Longer

51272 BODY PLAN, NON-SPECIAL NEEDS for Bus Body Configurator, OMIT Body Plan

7382135809 (2) TIRE, FRONT 11R22.5 Load Range H AH37 (HANKOOK), 499 rev/mile, 75 MPH, All-Position

7382135810 (4) TIRE, REAR 11R22.5 Load Range H DH37 (HANKOQOK), 497 rev/mile, 75 MPH, Drive

Services Section:

40126 WARRANTY Standard for CE, RE, BE School Bus Models, Effective with Vehicles Built March 1, 2017 or Later,
CTS-3304H

40CYY SRV CONTRACT, ENTRANCE DOOR {International} 3 Year/Unlimited Miles, Entrance Door Policy

40YGE SRV CONTRACT, EXT VEH COVERAGE {International} To 36-Month/50,000 Miles (80,000 km), Covers 100%

Parts and Labor; Includes Body; Excludes Extending Warranty for Engine, Transmission, Perforation or
Coirosion of Cab/Cowl Structure and Paint

49GVN WARRANTY 5-Year, Limited
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